FIGURE 1
STANDARD
EROSION AND SEDIMENT CONTROL NOTES

4. THE CONTRACTOR SHALL FOLLOW THE STORMWATER ORDINANCES FOR WILLIAMSON COUNTY
FOR GRADING AND EROSION AND SEDIMENT CONTROL® FOR THE MEASURES SHOWN
OR STATEC ON THESE PLANS.

4
for size and spacing.

2. CONTRACTOR MUST ENSURE THAT THE CONSTRUCTION SITE IS PREPARED PRIOR TO THE
ONSET OF ANY STORM. CONTRACTOR SMALL HAVE ALL EROSION AND SEDIMENT CONTROL
MEASURES IN PLACE FOR THE WINTER MONTHS PRIOR TO OCTOBER 1

Sce table below lor heigh
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oy b laced over cells
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Soreven e mrout 3 ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE MAINTAINED UNTIL DISTURBED
AREAS ARE STABILIZED. CHANGES TO THIS ERUSION AND SETMENT CONTAOL PLAN SHALL
BE MADE TO MEET FIELO CONDITIONS DNLY WITH THE APPROVAL OF OR AT THE DIAECTION
OF A REPAESENTATIVE OF THE DEPARTMENT OF UTILITIES

4. THIS PLAN MAY NOT COVER AL THE SITUATIONS THAT ARISE DURING CONSTRUCTION DUE
T0 UNANTICIPATED FIELD CONDITIONS. VARIATIONS MAY BE MADE TO THE PLAN IN THE

FIELO SUBJECT TO THE APPAOVAL OF OR AT THE DIRECTION OF A REPRESENTATIVE OF THE
DEPARTMENT OF UTILLTIES.

SOIL PILES

5. ALL EROSION AND SEDINENT CONTAOL MEASUAES SHALL BE CHECKED BEFORE AND AFTER
ALL STORMS TO ENSURE MEASURES ARE FUNCTIGNING PROPERLY

LOCATED AWAY FROM ANY DOWNSLOPE STREET, DRIVEWAY,
STREAM, LAKE, WETUAND, DITCH OR DRAINAGEWAY.

*+ TEMPORARY SEED SUCH AS ANNUAL RYE IS RECOMMENDED
FOR TOPSOIL PILES.

+ SURROUND WITH SILT FENCE

6.  CONTRACTOA SHALL MAINTAIN A LOG AT THE SITE OF ALL INSPECTIONS GR MAINTENANCE
120 and spacing of hacizontal OF BNPS, AS WELL AS. ANY CORFECTIVE CHANGES TO THE BNPS OR EROSION AND
‘ods in footing, see Lable below. SEDIMENT CONTROL PLAN

fads in (ooting Yein. 3t 1240, ac. 7. IN AREAS WHERE SDIL IS EXPOSED. PROMPT REPLANTING WITH NATIVE COMPATIBLE,
OROUGHT-RESISTANT VEGETATION SHALL BE PERFORMED. NO AREAS WILL BE LEFT
EXPOSED OVER THE WINTER SEASON.

6. THE CONTRACTOR SMALL INSTALL THE STABILIZED CONSTRUCTION ENTRANCE PRIGR TO
COMMENCEMENT OF GRADING. LOCATION OF THE ENTRANCE MAY BE ADJUSTED BY THE
CONTRACTOR TO FACILITATE GRADING OPERATIONS. ALL CONSTRUCTION TRAFFIC
ENTERING THE PAVED ROAD MUST CAOSS THE STABILIZEG CONSTAUCTION ENTRANCE.

THE STABILIZED CONSTRUCTION ENTRANCE SHALL REMAIN IN PLACE UNTIL THE ROAD BASE
ROCK COURSE 1S COMPLETED.

9. ALL SEDIMENT DEPOSITED ON PAVED AOADWAYS SHALL BE SWEPT AT THE END OF EACH
WORKING DAY O AS NECESSARY.

Wthot | Tnickaoss | oist,“a° $iz0 & Spacing 10. CONTRAGTOR SHALL PLACE EROSION CONTAOL MEASURES AROUND AL NEW DRAINAGE STRUCTURE OPENINGS
Foating | of Fooling-t Face of Horlaontal IMMEDIATELY AFTER THE STRUCTURE GPENING IS CONSTAUCTED. THESE EMDSION CONTROL MEASURES SHALL
~ of Wall Rod in Footing BE WAINTAINED AND REMAIN IN PLACE UNTIL CONSTRUCTION IS COMPLETEO
T~ 3 o . ¥ 27 CONTRACTOR SHALL TNPLEMENT HOUSEKEEPING PRACTICES AS FOLLOWS:
V//;;f ~ a0 o o P A CONCRETE WASTE:
, ~ e W 27 $ROVIOE A DESIGNATED AREA FOR A TENPORAAY PIT T0 BE USED FOR CONCRETE
— " " TRUCK WASH-OUT. DISPOSE OF HARDENED CONCRETE OFFSTTE, AT NO TIME SHALL
&8 107 12 % @ 32" 27 A CONCRETE TRUCK OUMP 1TS WASTE AND CLEAN 1TS TRUCK INTO THE CITY STORM
4 - DRAINS VIA CURD AND GUTTER. TNSPECT DALLY TO CONTROL RUNGFF, AND WEEKLY
5.4 10° 14 616" : 30° FOR AEMOVAL OF HARDENED CONCRETE
4 60 Py 12 15" " @ 24" . 25¢ B.  PAINT AND PAINTING SUPPLIES:
PROVIOE INSTRUCTION T EMPLOYEES AND SUBCONTRACTORS REGARDING
’ REQUCTION OF POLLUTANTS INCLUDING MATERTAL STORAGE, USE. AND CLEAN UP.
, _~—— CONCRETE WASHOUT INSPECT SITE WEEKLY FOR EVIOENCE OF INPAORER OISPOSAL.
o AREA C. HAZARDOUS WASTE MANAGEMENT:
Pit needs to e 6" . " U G 24 " @ 22 PREVENT THE DISCHARGE OF POLLUTANTS FRO HAZARDOUS WASTES TO THE
68 46 12 16 " (g 24 % @ 22
be lorge enough QRAINAGE SYSTEM THROUGH PROPER NATERIAL USE. WASTE DTSPOSAL AND
to handle anticipated o o 2 1o G '@ 26 TRAINING OF EWPLOYEES. HAZARDOUS WASTE PRODLCTS COMMONLY FOUND ON-
wash—out of trucks SITE INCLUDE BUT ARE NOT LINITED TO PAINTS & SOLVENTS, PETROLEUM
80 540 20° w'@ 21" PRODUCTS, FERTILIZERS, HEABICIOES & PESTICIOES SOIL STABILIZATION
Y ~— — - . — STABILIZATION PRODUCTS, ASPHALT PRODUCTS AND CONCRETE GURING
. 8.8 5-10° 14 22 A" @ 16° " @ 26" PRODUCTS.  SPECIAL CARE MUST
\ 9.4 64" 14" 24" res W@ 21t
12, STABIUZATION MEASURES MUST BE INTATED WITHIN SEVEN (7) OAYS
ON PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITIES HAVE TENPORARILY

OR PERMANENTLY CEASED, AND WITHIN FIFTEEN (15) DAYS AFTER FINAL GRADING
OR GTHER EARTHWORK. PERMANENT STABILIZATION WITH PERENNIAL VEGETATION
(USING NATVE. HERBACEOUS ANO WOODY PLANTS WHERE PRACTICABLE) OR OTHER
PERMANENTLY STABLE, NON—ERODING SURFACE SHALL REPLAGE ANY TEMPORARY
on Entrance VEASURES A6 00N A3 PRACTICNBLE, STABKIZATION PRACTICES WAY INCLUDE:
TEMPORARY SEEDING, PERANENT SEEDING, MULCHING, GEOTEXTLES, 50D

Temporary Gravel Construc

/ * INSTALL A SINGLE ACCESS DRIVE USING 2" AGGREGATE
SEE DETAIL STABILIZATION, AND OTHER APPROPRIATE MEASURES,
\
* USE TO PREVENT TRACKING DIRT ONTO THE ROAD BY ALL 13, STRUCTURAL PRACTICES TO OIVERT FLOWS FROM AREAS OF LAND DISTURBANCE,
VEHICLES. STORE FLOWS OR OTHERWISE UMIT RUNOFF AND THE DISCHARGE OF POLLUTANTS
* MAINTAIN THROUGHOUT CONSTRUCTION UNTIL DRIVEWAY IS T B A O T T B O neEs
Z Olﬁi 0 _M PAVED. CHECK DAMS, SUBSURFACE DRAINS, PIPE SLOPE ORAINS, STORM DRAN INLET
EXTRA MEASURES MAY \ + PARK ALL CONSTRUCTION VEHICLES ON THE STREET AND OFF PROTECTION, ROCK OUTLET PROTECTION, REINFORCED SOIL RETANING SYSTEMS, AND
OF THE SITE. GABIONS.

INSPECTIONS OF ALL CONTROL MEASURES AND DISTURBED AREAS MUST BE

BE NEEDED IF YOUR SITE:

— IS WITHIN 300 FEET OF A STREAM
OR WETLAND 30" FoR AccESS T0 SUCH AS INTERMTTENT SHOWERS OVER ONE OR MORE DAYS). AND WITAIN 24
_ HOURS AFTER THE END OF A STORM EVENT OF 0.5 INCHES OR GREATER, AND AT
IS WITHIN 1000 FEET OF A LAKE INDIVIDUAL HOUSE LOT) LEAST ONCE EVERY FOURTEEN CALENDAR DAYS. INSPECTIONS MUST BE DOCUMENTED
~ (S STEEP (SLOPE OF 12% OR MORE) AND INCLUDE THE SCOPE OF THE INSPECTION, NAME(S) AND TTLE OR QUALIFICATIONS
OF PERSONMEL MAKING THE INSPECTION, THE DATE(S) OF THE INSPECTION, MAJOR
— RECEIVES RUNOFF FROM 10,000 > (OBSERVATIONS RELATING TO THE IMPLEMENTATION OF THE CONTROL MEASURES
SQ. FT. OR MORE OF ADJACENT LAND E (NCLUDING THE LOGATION(S) OF DISCHARGES OF SEDIMENT OR OTHER POLLUTANTS
FRON THE STE AND OF ANY CONTROL DEVICE THAT FALED TO OPERATE AS DESIGNED
— HAS MORE THAN AN ACRE OF z OR PROVED INADEQUATE FOR A PARTICULAR LOCATION), BASED ON THE RESULTS OF THE
DISTURBED GROUND - % 2" N " STONE DEPTH Le INSPECTION, ANY INADEQUATE CONTROL NEASURES QR CONTROL MEASURES IN DISREPAR
POST (27 X 2" NOMINAL) SILT FENCE FABRIC (MIND To MUST BE REPLACED OR MODIFIED, OR REPARED AS NECESSARY, BEFORE THE NEXT RAIN
ANCHORED IN TRENCH 2 EVENT IF POSSIBLE, BUT IN NO CASE MORE THAN SEVEN (7) DAYS AFTER THE NEEO IS
PRESERVING EXISTING VEGETATION AND FIRMLY ATTACHED ow & foENTIIED
0 POST LA &
+ WHENEVER POSSIBLE, PRESERVE EXISTING TREES, SHRUBS, s
AND OTHER VEGETATION. SILT FABRIC [
* TO PREVENT ROOT DAMAGE, DO NOT GRADE, PLACE SOIL PILES, STAPLED T0 e TRENCH
OR PARK VEHICLES NEAR TREES MARKED FOR PRESERVATION. POSTS FLOW GRADE © 1.0% OR
o AS SHOWN BELOW
REVEGETATION MIN.
DISTURBED SOILS SHALL BE STABILIZED AS QUICK AS PRACTI~ - - .
CABLE WITH TEMPORARY VEGETATION AND / OR MULCHING TO SouPcIED o PLAN U:ﬁ—:@ Construction
PROTECT EXPOSED CRITICAL AREAS DURING DEVELOPMENT. SILT FENCE %
TEMPORARY MULCH IS TO BE APPLIED AT THE RATE OF 2-3 FABRIC
BALES OF STRAW PER 1000 SQ. FT. i
miicreD J ﬂa Typical Plot Plan
AND ATTACHED & F
DOWNSPOUT EXTENDERS FIRMLY TO POST 4 PROFILE or
* NOT REQUIRED, BUT HIGHLY RECOMMENDED. - - -
* INSTALL AS SOON AS GUTTERS AND DOWNSPOUTS ARE New Residental Building
+ ROUTE WATER TO A GRASSED AREA SILT FENCE NOTE: 2 STONE St BF 050
* MAINTAIN UNTIL A LAWN IS ESTABLISHED. Scale Not To Exceed 1" = 507
TEMPORARY CONSTRUCTION ENTRANCE
March 1, 2005
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